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Indicator
TheMIL onyourCRFkeepsyouinformed,
alertsyoutopossibleproblems,andmakesyour
ridingsaferandmoreenjoyable.Refertothe
MIL frequently.

(1)

(1)MIL

TheMIL flasheswhenthereisanyabnormality
inthePGM-FIsystem.Itshouldalsolightfora
fewsecondsandthengooffwhentheengineis
started.

IftheMIL comesonatanyothertime,reduce
speedandrefertoanofficialHondaService
Manualavailableforpurchasefromyourdealer
(page160).

IftheMIL doesnotcomeonwhenitshould,
haveyourdealercheckitforproblems.

MIL BlinkPattern

TheMIL willblinktheappropriateDTCnumber
iftheECMdetectsanactiveproblemwhilethe
engineisrunningatlessthan5,500rpm.
TheMIL willstayONwhentheenginespeedis
over5,500rpm.

TheMIL hastwotypesofblinks:alongblink
andshortblink.Thelongblinkinglastsfor1.2
seconds,theshortblinkinglastsfor0.4seconds.
Onelongblinkistheequivalentoftenshort
blinks.Forexample,whenonelongblinkis
followedbytwoshortblinks,theMIL is12(one
longblink=10blinks,plustwoshortblinks).

WhentheECMstoresmorethanoneDTC,the
MIL willindicatethembyblinkingintheorder
fromthelowestnumbertohighestnumber.

CurrentDTC/FreezeDTC

TheDTCisindicatedintwowaysaccordingto
thefailurestatus.

– InthecasethattheECMdetectsanactive
problem,theMIL willcomeonandwillstartto
blinktheDTCwhentheengineisstarted.

– InthecasethattheECMdoesnotdetectan
activeproblembuthasrecordedaprevious
probleminitsmemory,theMIL willnotcome
on.Ifitisnecessarytoretrieveanypast
problemsstoredinthememory,refertoan
officialHondaServiceManual.


