
34 ServicingYour Honda

FuelTank
RefertoSafetyPrecautionsonpage23.

Removal
1. Removetheseat(page33).
2. RemovetheshroudA boltsandcollars(1).
3. RemovetheshroudBbolts(2)andshrouds(3).

7. Removethefueltankboltandcollar(7). WARNING
Gasolineishighlyflammableand
explosive. Youcanbeburnedorseriously
injuredwhenhandlingfuel.

•Stoptheengineandkeepheat,sparks
andflameaway.

•Handlefuelonlyoutdoors.
•Wipeupspillsimmediately.

(8)fuelfeedhose (11)fueltankstoppercable
(10)fueltank

10. Checkforinterferencebetweentheframeand
tankandadjustthecushionrubbers(12)if
necessary.

(1)shroudAboltsandcollars (3)shrouds
(2)shroudBbolts

4. Installahoseclamp(4)tothebreathertube
(5)andshutthehoseclampsecurely

(4)hoseclamp (5)breathertube

5. Pullthebreathertube(5)outofsteeringstem
nut.

6. Unhookthefueltankband(6).

(5)breathertube
(6)fueltankband
(7)fueltankboltandcollar

8. Unhookthefuelfeedhose(8)fromtheclamp
(9).

(12)

2.4in(60mm)

(12)cushionrubbers

(8)fuelfeedhose (9)clamp

9. Pullthefueltank(10)outoftheframeand
hangittotheleftoftheframe.
Checkthefueltankstoppercable(11)for
deterioration,kinksorotherdamage.

Donotsupportthefueltankbythefuelfeed
hose(8).

(3)

(2)

(1)

(5)

(4)

(5)

(7)
(6)

(8)

(9)

(8)

(11)

(10)


