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Subframe
7. Makesuretheaircleanerconnectingtubetab

(11)alignswiththeaircleanerconnecting
tubeclamphole(12).

(11)aircleanerconnectingtubetab
(12)aircleanerconnectingtubeclamphole

8. Tightenthescrew(13)ontheaircleaner
connectingtubeclamptothespecifiedtorque:
0.5lbf·ft(0.7N·m,0.1kgf·m)
Checkthedistancebetweenthebandendsis
0.18± 0.06in(4.5± 1.5mm).

(11)

(12)

9. Hookthefueltankband(14).
InstalltheECMmountingrubber(15)tothe
ECMbracket(16).

(14)fueltankband
(15)ECMmountingrubber
(16)ECMbracket

(15)

(14)

(16)

(18)mufflerclamp (20)exhaustpipe
(19)gasket(new)

13. Installthemuffler(21).
14. Installthemufflerclamp(18)byaligningthe

tab(22)ofthemufflerclampwiththecutout
(23)ofthemuffler.

(18)

(19)

(20)

(13)screw

(13)

0.18±0.06in
(4.5±1.5mm)

(17)IATsensorconnector

(17)

(18)mufflerclamp (22)tab
(21)muffler (23)cutout

(23)

(21)

(22)

(18)

11. Removetheoldgasketfromexhaustpipe.
12. Installthemufflerclamp(18)andanew

gasket(19)totheexhaustpipe(20).

10. ConnecttheIAT sensorconnector(17).


