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FuelSystem
2. Installthejointrubber(5)andseatitontothe

fueljointasshown.Alignthefuelquick
connectfittingwiththefueljoint.Thenpress
thequickfittingontothepipeofthefueljoint
untilbothretainerpawlslockwitha “click”.

Ifitishardtoconnect,putasmallamountof
engineoilonthepipeend.

(5)jointrubber(injectorsideonly)

(5)

3. Makesuretheconnectionissecureandthat
thepawlsarefirmlylockedintoplace;check
visuallyandbypullingtheconnector.

4. Makesurethejointrubber(5)isinplace
betweentheflange(6)andretainertab(7).

(5)jointrubber(injectorsideonly)
(6)flange
(7)retainertab

5. Installtherubber(8),clamp(9)andbolt(10)
byaligningtheclamptab(11)withthegroove
(12)ofthestay.
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6. Installthefuelquickconnectfittingcover
(13)andsettherubbercovertab(14)tothe
hole(15)ofthefuelquickconnectfitting
cover.

Besuretherubbercover(16)isproperly
installedbetweenthefuelquickconnectfitting
coverandfuelpump.

(13)fuelquickconnectfittingcover
(14)rubbercovertab
(15)fuelquickconnectfittingcoverhole
(16)rubbercover

7. Installthefueltank(page35).
8. Increasethefuelpressure(page48).
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