
44 ServicingYour Honda

FuelSystem

FuelPumpFilter Replacement

Emptythefueltankintoanapprovedgasoline
containerusingacommerciallyavailablehand
siphonoranequivalentmethod.

Becarefulnottodamagethefuelpumpwhile
drainingthefuelinthefueltank.

WARNING
Gasolineishighlyflammableand
explosive. Youcanbeburnedor
seriouslyinjuredwhenhandlingfuel.

• Stoptheengineandkeepheat,sparks
andflameaway.

• Handlefuelonlyoutdoors.
• Wipeupspillsimmediately.

Removal
1. Relievethefuelpressure(page41).
2. Disconnectthefuelline(page41).
3. Removethefuelpumpmountingbolts(1),

stoppercableguide(2),stoppercable(3),
washers(4),collars(5),conicalspring
washers(6)andfuelpumpplate(7)while
holdingthefueltank.

4. Removethefueltank.

Becarefulnottodropthefueltankwhen
removingthestoppercable.

(1)fuelpumpmountingbolts
(2)stoppercableguide
(3)stoppercable
(4)washers
(5)collars
(6)conicalspringwashers
(7)fuelpumpplate

5. Removethefuelpumpunit(8)andO-rings
(9).

Becarefulnottodamagethefuelpumpunit.

(8)fuelpumpunit (9)O-rings

6. Disconnectthefuelpumpwireterminals(10)
fromthefuelpumpbase(11).

Becarefulnottodamagethewireswhen
disconnectingthefuelpumpwireterminals.

(10)fuelpumpwireterminals
(11)fuelpumpbase
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