
48 ServicingYour Honda

FuelSystem

FuelPressureIncreasing

Makesurethefuelremainsenough(0.3USgal
(1.0r)minimum)inthefueltankandaddfuelif
necessarybeforeincreasingfuelpressure.

1. Connectthefuelpumpsub-harnessconnector
(1).

(1)fuelpumpsub-harnessconnector

2. Beforeconnectingthebatteryharnesscables
toa12V battery,makesurethatthebattery
harnessselectorswitchesareOFF.

3. Connectthebatteryharness(2)andbattery
harnessadapter(3)betweenthemainand
sub-harnessasshown.
Connectthebatteryharnesspositive(+)cable
first,thenconnectthebatteryharnessnegative
(–)cabletoa12V batteryterminals.
• Batteryharness 070MZ-MEN0100
• Batteryharnessadapter070MZ-KRN0100

(1)

(2)batteryharness
(3)batteryharnessadapter

4. Positionthefueltankonthemainframe.
5. Turnthe“PUMP”selectorswitch(4)ON.

Theselectorswitchescanbeusedtochange
powerdeliveryasfollows:
– “ECM”selectorswitchON:

PowertoECMonly.
– “PUMP”selectorswitchON:

Powertofuelpumponly.
– BothselectorswitchesON:

PowertoECMandfuelpump.
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(3)
6. Runthefuelpumpforabout3 –5seconds,

andfuelpressurewillrise.
7. Turnthe“PUMP”selectorswitchOFF.

Checkthatthereisnoleakageinthefuelline.

(4)“PUMP” selectorswitch

8. Removethebatteryharness.
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