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EngineOil
6. CheckthattheO-ring(4)isingoodcondition

andreplaceitifnecessary.
7. Reinserttheengineoilfillcap/dipstick(1).

(1)engineoilfillcap/dipstick
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(3)sealingwasher(new)
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ChangingEngineOil&Filter

1. Runtheengineatidlefor3minutes,thenshut
itoff.

2. SupporttheCRFinanuprightpositionona
levelsurface.

3. Removetheengineoilfillcap/dipstick(1)
fromtheleftcrankcasecover.

4. Placeanoildrainpanundertheengineto
catchtheoil.Thenremovetheengineoil
drainbolt(2)andsealingwasher(3).

5. Withtheenginestopbuttonpushed,repeat
kickstarteroperationapproximatelyfivetimes
todraintheengineoilcompletely.

6. Aftertheoilhasdrained,applyengineoilto
thedrainboltthreadsandtightenitwitha
newsealingwashertothespecifiedtorque:
12lbf·ft(16N·m,1.6kgf·m)

Pourthedrainedoilintoasuitablecontainerand
disposeofitinanapprovedmanner(page144).

Improperdisposalofdrainedfluidsisharmfulto
theenvironment.

NOTICE

Checking&AddingOil

1. Runtheengineatidlefor3minutes,thenshut
itoff.

2. Wait3minutesaftershuttingofftheengineto
allowtheoiltoproperlydistributeitselfinthe
engine.

3. SupporttheCRFinanuprightpositionona
levelsurface.

4. Removetheengineoilfillcap/dipstick(1),
wipeitclean,andinserttheengineoilfill
cap/dipstickwithoutscrewingitin.Remove
theoilfillcap/dipstick.

5. Checkthattheoillevelisbetweentheupper
(2)andlower(3)levelmarksontheengineoil
fillcap/dipstick.
• Iftheoilisatorneartheupperlevelmark,

youdonothavetoaddoil.
• Iftheoilisbelowornearthelowerlevel

mark,addtherecommendedoiluntilit
reachestheupperlevelmark.(Donot
overfill)
Reinstalltheengineoilfillcap/dipstick.
Repeatsteps1–5.

(1)engineoilfillcap/dipstick
(2)upperlevelmark
(3)lowerlevelmark
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(4)

(1)engineoilfillcap/dipstick
(4)O-ring

8. Checkforoilleaks.


