
ServicingYour Honda 53

TransmissionOil
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(1)transmissionoilfillcap
(2)transmissionoildrainbolt
(3)sealingwasher

7. Fillthecrankcasewithrecommendedoil.
Capacity: 0.72USqt(0.68R) afterdraining

8. Installthetransmissionoilfillcap.
9. Checkthetransmissionoillevelbyfollowing

thestepsinChecking&AddingOil (this
page).

Pourthedrainedoilintoasuitablecontainerand
disposeofitinanapprovedmanner(page144).

Improperdisposalofdrainedfluidsisharmfulto
theenvironment.

NOTICE

Checking&AddingOil

(1)transmissionoilfillcap (3)sealingwasher
(2)oilcheckbolt

1. Runtheengineatidlefor3minutes,thenshut
itoff.

2. Wait3minutesaftershuttingofftheengineto
allowtheoiltoproperlydistributeitselfinthe
clutchandtransmission.

3. SupporttheCRFinanuprightpositionona
levelsurface.

4. Removethetransmissionoilfillcap(1),oil
checkbolt(2)andsealingwasher(3)fromthe
rightcrankcasecover.A smallamountofoil
shouldflowoutoftheoilcheckbolthole.
Allowanyexcessoiltoflowoutoftheoil
checkbolthole.
Ifnooilflowsoutoftheoilcheckbolthole,
addoilslowlythroughthetransmissionoil
fillerholeuntiloilstartstoflowoutoftheoil
checkbolthole.
Installtheoilcheckboltwithanewsealing
washerandtransmissionoilfillcap.Repeat
step1–4.

5. Afterinspectingtheoilleveloraddingoil,
tightentheoilcheckbolttothespecified
torque:
OilCheckBolt: 9lbf·ft(12N·m,1.2kgf·m).

6. CheckthattheO-ring(4)isingoodcondition
andreplaceitifnecessary.

7. Reinstallthetransmissionoilfillcap(1).
8. Checkforoilleaks.
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(1)transmissionoilfillcap
(4)O-ring

ReplacingTransmissionOil

1. Runtheengineatidlefor3minutes,thenshut
itoff.

2. SupporttheCRFinanuprightpositionona
levelsurface.

3. Removethetransmissionoilfillcap(1)from
therightcrankcasecover.

4. Placeanoildrainpanundertheengineto
catchtheoil.Thenremovethetransmission
oildrainbolt(2)andsealingwasher(3).

5. Aftertheoilhasdrained,applyfreshengine
oiltothetransmissionoildrainboltthreads.

6. Installandtightenthetransmissionoildrain
boltwithanewsealingwashertothe
specifiedtorque:
12lbf·ft(16N·m,1.6kgf·m)


