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WARNING
Removingtheradiatorcapwhilethe
engineishotcancausethecoolantto
sprayout,seriouslyscaldingyou.

Alwayslettheengineandradiatorcool
downbeforeremovingtheradiatorcap.

YourCRF’sliquidcoolingsystemdissipates
engineheatthroughthecoolantjacketthat
surroundsthecylinderandcylinderhead.

Maintainingthecoolantwillallowthecooling
systemtoworkproperlyandpreventfreezing,
overheating,andcorrosion.

CoolantRecommendation

UseProHondaHP coolantoranequivalenthigh
qualityethyleneglycolantifreezecontaining
corrosionprotectioninhibitorsspecifically
recommendedforuseinaluminumengines.
Checktheantifreezecontainerlabel.

Useonlydistilledwaterasapartofthecoolant
solution.Waterthatishighinmineralcontentor
saltmaybeharmfultothealuminumengine.

Usingcoolantwithsilicateinhibitorsmaycause
prematurewearofwatersealsorblockageof
radiatorpassages.Usingtapwatermaycause
enginedamage.

Thefactoryprovidesa50/50solutionof
antifreezeandwaterinthismotorcycle. This
coolantsolutionisrecommendedformost
operatingtemperaturesandprovidesgood
corrosionprotection.

Decreasingtheconcentrationofantifreezetoless
than40%willnotprovidepropercorrosion
protection.

NOTICE

Increasingtheconcentrationofantifreezeisnot
recommendedbecauseitdecreasescooling
systemperformance.Higherconcentrationsof
antifreeze(upto60%)shouldonlybeusedto
provideadditionalprotectionagainstfreezing.
Checkthecoolingsystemfrequentlyduring
freezingweather.

Checking&AddingCoolant

RefertoSafetyPrecautionsonpage23.

1. Withtheenginecold,removetheradiatorcap
(1)andcheckcoolantlevel.Thecoolantlevel
iscorrectwhenitisatthebottomofthe
radiatorfillerneck(2).

(1)radiatorcap
(2)radiatorfillerneck

2. Addcoolantuptothefillerneckifthelevelis
low.
Inspectthecoolantlevelbeforeeachouting.
A coolantlossof0.7–2.0USoz(20–60
cm3)throughtheoverflowtubeisnormal.If
coolantlossismorethanthis,inspectthe
coolingsystem.
Capacity:
1.16USqt(1.10R)afterdisassembly
1.09USqt(1.03R)afterdraining

3. Installtheradiatorcapsecurely.

Iftheradiatorcapisnotinstalledproperly,it
willcauseexcessivecoolantlossandmayresult
inoverheatingandenginedamage.

NOTICE


