
ServicingYour Honda 57

Air Cleaner

(1)aircleanerretainingbolt

Improperinstallationoftheaircleanerassembly
mayallowdirtanddusttoentertheengineand
causerapidwearofthepistonringsand
cylinder.

12. Installtheseat(page33)

NOTICE

(2)aircleanerassembly
(8)aircleanerassemblytabs
(9)aircleanerhousingstay
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10. Carefullypositionthesealingflangeofthe
elementtopreventdirtintrusion.

3. Removetheaircleanerelement(3)fromtheair
cleanerholder(4)byreleasingtheholdertab
(5)fromthehole(6)oftheaircleanerelement.

(3)aircleanerelement (5)holdertab
(4)aircleanerholder (6)hole

4. Washtheaircleanerincleannon-flammable
cleaningsolvent.Thenwashinhot,soapy
water,rinsewell,andallowtodrythoroughly.
Theaircleanerelementismadeintwopieces:
innerandouter,whichcannotbeseparated.

5. Cleantheinsideoftheaircleanerhousing.
6. Allowtheaircleanertodrythoroughly.After

drying,apply1.7oz(50cm 3)ofcleanPro
HondaFoamFilterOiloranequivalentair
cleaneroilfromtheinsideoftheelement.
Placetheelementintoaplasticbag(7)and
spreadtheoilevenlybyhand.
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11. Installandtightentheaircleanerretaining
bolt(1)securely.

(1)
(7)plasticbag

7. Assembletheaircleanerelementandholder.
Installtheholdertab(5)inthehole(6)ofthe
aircleanerelement.

8. Apply0.1–0.2oz(3–5g)ofProHonda
WhiteLithiumGreaseorequivalenttotheair
cleanerhousingcontactareaoftheaircleaner
element.

9. Installtheaircleanerassembly(2)intotheair
cleanerhousingbyaligningitstabs(8)with
thestay(9)oftheaircleanerhousing.
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