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RefertoSafetyPrecautions onpage23.

SparkPlugRecommendation

Therecommendedstandardsparkplugis
satisfactoryformostracingconditions.

Useonlytherecommendedtypeofsparkplugsin
therecommendedheatrange.

Usingasparkplugwithanimproperheatrange
orincorrectreachcancauseenginedamage.
Usinganon-resistorsparkplugmaycause
ignitionproblems.

Thismotorcycleusesasparkplugthathasan
iridiumtipinthecenterelectrodeandaplatinum
tipinthesidetheelectrode.
Besuretoobservethefollowingwhenservicing
thesparkplug.
• Donotcleanthesparkplug.Ifanelectrodeis

contaminatedwithaccumulatedobjectsor
dirt,replacethesparkplugwithanewone.

• Tocheckthesparkpluggap,useonlya
“wire-typefeelergauge.”Toprevent
damagingtheiridiumtipofthecenter
electrodeandplatinumtipoftheside
electrode,neverusea“leaf-typefeeler
gauge.’’

• Donotadjustthesparkpluggap.Ifthegapis
outofspecification,replacethesparkplug
withanewone.

NOTICE

SparkPlug

SparkPlugInspection&Replacement

1. Removetheseatandhangthefueltanktothe
leftoftheframe(pages33,34).

2. Disconnectthesparkplugcap(1).
3. Cleananydirtfromaroundthesparkplugbase.
4. Removethesparkplug(2).

7. Toobtainaccuratesparkplugreadings,
accelerateuptospeedonastraightaway.Push
theenginestopbuttonanddisengagethe
clutchbypullingtheleverin.
Coasttoastop,thenremoveandinspectthespark
plug.Theporcelaininsulatoraroundthecenter
electrodeshouldappeartanormediumgray.

Ifyou'reusinganewplug,rideforatleast10
minutesbeforetakingaplugreading;abrand-new
plugwillnotshowcolorinitially.

Iftheelectrodesappearburnt,ortheinsulatoris
whiteorlightgray(lean)ortheelectrodesand
insulatorareblackorfouled(rich),thereisa
problemelsewhere(page133).
CheckthePGM-FIsystemandignitiontiming.

8. Withthesealinggasketattached.Threadthe
sparkpluginbyhandtopreventcross-
threading.

9. Tightenthesparkplug:
• Iftheoldplugisgood:

1/8turnafteritseats.
• Ifinstallinganewplug,tightenittwiceto

preventloosening:
a)First,tightentheplug:

NGK:1/2turnafteritseats.
b)Thenloosentheplug.
c)Next,tightentheplugagain:

1/8turnafteritseats.

Animproperlytightenedsparkplugcandamage
theengine.Ifaplugistooloose,apistonmay
bedamaged.Ifaplugistootight,thethr eads
maybedamaged.

NOTICE

(1)sparkplugcap
(2)sparkplug

5. Checktheelectrodeforwearordeposits,the
sealinggasket(3)fordamage,andthe
insulatorforcracks.Replaceifyoudetect
them.

6. Checkthesparkpluggap(4),usingawire-type
feelergauge.Ifthegapisoutofspecifications,
replacetheplugwithanewone.
Therecommendedsparkpluggapis:
0.024–0.028in(0.6–0.7mm)

(3)sealinggasket
(4)sparkpluggap
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(4)

Standard R0451B-8(NGK)

10. Connectthesparkplugcap.Takecareto
avoidpinchinganycablesorwires.

11. Installthefueltankandseat(pages33,35).


