
RefertoSafetyPrecautions onpage23.

Excessivevalveclearancewillcausenoiseand
eventualenginedamage.Littleornoclearance
willpreventthevalvefromclosingandcause
valvedamageandpowerloss.Checkthevalve
clearancewhentheengineiscoldattheintervals
specifiedintheMaintenanceSchedule(page25).

Thecheckingoradjustingoftheclearanceshould
beperformedwhiletheengineiscold.
Thevalveclearancewillchangeasengine
temperaturerises.

ValveClearance
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Cylinder HeadCover Removal

Beforeinspection,cleantheenginethoroughlyto
keepdirtfromenteringtheengine.

1. Removetheseatandhangthefueltanktothe
leftoftheframe(pages33,34).

2. Disconnectthebreathertube(1)andspark
plugcap(2).

PositioningAtTopDeadCenter OnThe
CompressionStroke

1. Removethecrankshaftholecap(1).

(1)breathertube (2)sparkplugcap

3. Removethecylinderheadcoverbolts/rubber
seals(3)andcylinderheadcover(4).

(3)cylinderheadcoverbolts/rubberseals
(4)cylinderheadcover

4. Removethesparkplugholepacking.

(1)crankshaftholecap

2. Removethesparkplug(page67).
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