
ValveClearance
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ValveClearanceInspection

1. Measuretheintakevalveclearanceby
insertingafeelergauge(1)betweenthevalve
lifters(2)andintakecams(3).

2. Measuretheexhaustvalveclearanceby
insertingafeelergauge(1)betweenthe
exhaustrockerarm(4)andexhaustvalve
shims(5).

(1)feelergauge
(4)exhaustrockerarm
(5)exhaustvalveshims

ValveClearances:
IN:0.005± 0.001in(0.12± 0.03mm)
EX:0.011± 0.001in(0.28± 0.03mm)

Ifintakevalveclearanceandexhaustvalve
clearanceneedadjustment,seeCamshaft
Removal (page70)andselectthecorrectshimfor
eachvalve.

(5)

(1) (2)

(3)

(1)
(4)

(5)

(1)feelergauge
(2)valvelifters
(3)intakecams

3. Rotatethecrankshaftbyturningtheprimary
drivegearbolt(2)(crankshaft)clockwiseuntil
aligningthepunchmark(3)ontheprimary
drivegearwiththe “∆”mark(4)ontheright
crankcasecover.Inthisposition,thepistonmay
eitherbeonthecompressionorexhauststroke.
Ifthecrankshaftpassedthepunchmark,
rotatetheprimarydrivegearboltclockwise
againandalignthepunchmarkwiththe “∆”
mark.
Theinspectionmustbemadewhenthepiston
isatthetopofthecompressionstrokewhen
boththeintakeandexhaustvalvesareclosed.
Thisconditioncanbedeterminedbymoving
theexhaustrockerarm(5).Ifitisfree,itisan
indicationthatthevalvesareclosedandthat
thepistonisonthecompressionstroke.Ifitis
tightandthevalvesareopen,rotatethe
primarydrivegearbolt360° andrealignthe
punchmarktothe“∆”mark.
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(2)primarydrivegearbolt (4)“∆” mark
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