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ServicingYour Honda 73

(4)primarydrivegearbolt (6)“∆” mark
(5)punchmark

4. Applymolybdenumoilsolutiontothe
camshaftjournalsandcamlobes.
Placethecamshaft(7)withtheintakecam
lobes(8)facingupandalignthetimingmarks
(9)onthecamsprocket(10)withthesurface
ofthecylinderhead(11).
Installthecamchain(12)overthesprocket
withoutrotatingthecamshaft.
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CamshaftInstallation

1. Installthenewlyselectedshims(1)onthe
valveretainers(2).

Donotlettheshimsfallintothecrankcase.

NOTICE

(1)shims(2)v alveretainers

2. Applymolybdenumdisulfideoil(amixtureof
1/2engineoiland1/2molybdenumdisulfide
greasecontainingmorethan3%molybdenum
disulfideadditive)totheoutersurfaceofthe
eachthevalvelifters(3).
Installthevalvelifterstotheproperposition.

3. Rotatetheprimarydrivegearbolt(4)
(crankshaft)clockwiseandalignthepunch
mark(5)withthe“∆”mark(6).
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(13)setrings
(15)camshaftbearinggrooves
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(9)timingmarks
(10)camsprocket
(11)surfaceofthecylinderhead

5. Applygreasetothesetrings(13)andinstallit
ontothecamshaftbearinggrooves(15).
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(3)valvelifters (cont’d)


