
ValveClearance

ServicingYour Honda 75

4. Installthecylinderheadcover(2)andtighten
thecylinderheadcoverbolts(6)tothe
specifiedtorque:
7lbf·ft(10N·m,1.0kgf·m)

(2)cylinderheadcover
(6)cylinderheadcoverbolts

5. Connectthesparkplugcap(7)andbreather
tube(8).

(7)sparkplugcap
(8)breathertube

6. Installthefueltankandtheseat(pages33,35).
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(4)rubberseal(5) “UP” marks
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(25)O-ring(new)
(26)crankshaftholecap
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Cylinder HeadCover Installation

1.Checkthatthesparkplugholepacking(1)is
ingoodconditionandreplaceitifnecessary.
Applyengineoiltothesparkplughole
packingandinstallittothecylinderhead
cover(2).

2. Checkthatthecylinderheadcoverpacking
(3)isingoodconditionandreplaceitif
necessary.
Installthecylinderheadcoverpackinginto
thecylinderheadcovergroove.

13. Installthesparkplug(page67).
14. CoatanewO-ring(25)withoilandinstallit

ontothecrankshaftholecap(26).
Applygreasetothecrankshaftholecap
threads.
Installandtightenthecrankshaftholecapto
thespecifiedtorque:
11lbf·ft(15N·m,1.5kgf·m)

(1)sparkplugholepacking
(2)cylinderheadcover
(3)cylinderheadcoverpacking

3. Checktherubberseals(4)areingood
condition,replacethemifnecessary.
Installtherubbersealsontothecylinderhead
coverwiththe“UP”marks(5)facingup.
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