
Piston/PistonRings/PistonPin

ServicingYour Honda 81

PistonInstallation

1. Placecleanshoptowelsoverthecrankcase
openingtokeepthepistonpinclipsfrom
fallingintothecrankcase.

2. Applymolybdenumdisulfideoil(amixtureof
1/2engineoiland1/2molybdenumdisulfide
greasecontainingmorethan3%molybdenum
disulfideadditive)totheinnersurfaceofthe
connectingrodsmallend.

3. Installthepiston(1)withthe “O”mark(2)
and/orthelargevalverecess(3)facingthe
intakesideoftheengine.

4. Applyengineoiltothepistonpin(4)and
innersurfaceofthepistonpinhole.
Installthepistonpinandnewpistonpinclips
(5).

Usenewpistonpinclips.Neverreuseoldpiston
pinclips.
Donotletthepistonpinclipsfallintothe
crankcase.
Donotalignthepistonpinclipendgapwiththe
pistoncut-out(6).

NOTICE

(1)piston (4)pistonpin
(2)“O” mark (5)pistonpinclip
(3)largevalverecess (6)pistoncut-out

Cylinder Installation

1. Placecleanshoptowelsoverthecrankcase
openingtopreventdustordirtfromentering
theengine.

2. Cleanoffanygasketmaterialfromthegasket
surfaceofthecrankcase.

3. Removetheshoptowel.Donotletanygasket
debrisfallintothecrankcase.

4. Installthedowelpins(1)andanewcylinder
gasket(2).

Donotletthedowelpinsfallintothecrankcase.

NOTICE

(1)dowelpins
(2)cylindergasket

5. Cleananygasketmaterialoffthecylinder.
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