
(11)throttlebody (13)insulatorbandscrew
(12)insulator

7. Settherearshockabsorber(14)andinstallthe
rearshockabsorberupperbolt(15)andnut
(16).
Tightentherearshockabsorberuppernutto
thespecifiedtorque:
32lbf·ft(44N·m,4.5kgf·m)
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(17)radiatorhose
(18)waterhosejoint

9. Tightentheradiatorhoseclampscrew(19)as
illustratedbelow.

(19)radiatorhoseclampscrew

(19)

0–0.04in
(0–1.0mm)

(16)

(15)

(14)

(14)rearshockabsorber (16)nut
(15)rearshockabsorberupperbolt

8. Connecttheradiatorhose(17)tothewater
hosejoint(18)ofthecylinderhead.

(17)

(18)

10. ConnecttheECT sensorconnector(20).

(20)ECTsensorconnector

11. Installtheshims,valvelifters,camshaftand
camshaftholder(page73).

12. Installthecrankshaftholecap(page75).
13. Installthecylinderheadcover(page75).
14. Installthesparkplug(page67).
15. Installtheexhaustpipe(page102).
16. Installthesubframe(page37)andmuffler

(page101).
17. Installthefueltankandseat(pages33,35).
18. Fillandbleedthecoolingsystem(page143).

Checkforthefollowing:
–compressionleaks
–abnormalenginenoise
–secondaryairleaks
–coolantleaks
–oilleaks

(20)

6. Installthethrottlebody(11)totheinsulator
(12)byaligningthetabofthethrottlebody
withthegrooveoftheinsulatorandtighten
theinsulatorbandscrew(13)sothedistance
betweenthebandendsis0.43± 0.04in(11.0±
1.0mm).

(12)

(11)

(13)
0.43±0.04in

(11.0±1.0mm)

Align


