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Suspension

RecommendedForkOil

ForkOilChange

Referto FrontSuspensionDisassemblyonpage
112.

1. Recordtherebounddampingadjusterposition
andturntheadjustercounterclockwiseuntilit
stops.

2. Holdtheoutertube(1),thenremovethefork
damper(2)fromtheoutertubeusingalock
nutwrench(3).Gentlyslidetheoutertube
downontotheaxleholder(4).

•Locknutwrench 07WMA-KZ30100

suggestedoil HPForkOil,SS-19

(1)outertube (3)locknutwrench
(2)forkdamper (4)axleholder

Theoutertube(1)candropontheslider(5)and
damagetheforkdustseal(6).Toavoiddamage,
holdboththeoutertubeandsliderwhen
removingtheforkdamper.

NOTICE

(1)outertube (6)dustseal
(5)slider

3. Draintheforkoilfromtheoutertube(1).
Draintheforkoilfromtheoilhole(7)ofthe
forkdamper.

(1)outertube (7)oilhole

4. Draintheforkoilbyturningtheoutertube(1)
upsidedown.(About0.4USoz(12cm 3)of
forkoilwillbeleftintheoutertubewhenitis
leftinvertedforabout20minutesat20
°C/68°F.)

(1)outertube

Pourthedrainedoilintoasuitablecontainerand
disposeofitinanapprovedmanner(page144).

Improperdisposalofdrainedoilisharmfultothe
environment.

NOTICE
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