
ServicingYour Honda 91

Brakes

FluidLevelInspection

FrontBrakeFluidLevelCheck

(1)LWRmark

Withthemotorcycleinanuprightposition,check
thefluidlevel.
ItshouldbeabovetheLWRmark(1).Ifthelevel
isatorbelowtheLWRmark,checkthebrake
padsforwear(page93).
Wornbrakepadsshouldbereplaced.Ifthepads
arenotworn,haveyourbrakesysteminspected
forleaks.
Ifthepullingdistanceforthefrontbrake lever
feelsexcessive,thereisprobablyairinthebrake
systemanditmustbebled.
RefertoanofficialHondaServiceManualorsee
yourdealerforbrakebleeding.
HondarecommendsusingHondaDOT 4
brakefluidfromascaledcontainer,oran
equivalent.

OtherChecks:
Makesuretherearenofluidleaks.
Checkfordeteriorationorcracksinthe
hosesandfittings.

RearBrakeFluidLevelCheck

(2)LOWERlevelmark

Withthemotorcycleinanuprightposition,check
thefluidlevel.
ItshouldbeabovetheLOWERlevelmark(2).If
thelevelisatorbelowtheLOWERlevelmark,
checkthebrakepadsforwear(page93).
Wornbrakepadsshouldbereplaced.Ifthepads
arenotworn,haveyourbrakesysteminspected
forleaks.
Ifthetravelfortherearbrakepedalfeels
excessive,thereisprobablyairinthebrake
systemanditmustbebled.Refertoan
officialHondaServiceManualorseeyourdealer
forbrakebleeding.
HondarecommendsusingHondaDOT 4
brakefluidfromasealedcontainer,oran
equivalent.

OtherChecks:
Makesuretherearenofluidleaks.
Checkfordeteriorationorcracksinthe
hosesandfittings.
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