
92 ServicingYour Honda

Brakes
AddingFrontBrakeFluid

Spilledbrakefluidwillseverelydamagethe
paintedsurfaces.Itisalsoharmfultosome
rubberparts.Becarefulwheneveryouremove
thereservoircap;makesurethereservoiris
horizontalfirst.

• AlwaysusefreshDOT4brakefluidfroma
sealedcontainerwhenservicingthesystem.
Donotmixdifferenttypesoffluidasthey
maynotbecompatible.

• TherecommendedbrakefluidisProHonda
DOT 4brakefluidoranequivalent.

NOTICE

(1)screws
(2)reservoircap
(3)diaphragm
(4)upperlevelmark

1. Removethescrews(1),reservoircap(2)and
diaphragm(3).

2. FillthereservoirwithDOT 4brakefluidto
theupperlevelmark(4).Donotoverfill.

3. Reinstallthediaphragmandreservoircap.
4. Tightenthescrewstothespecifiedtorque:

0.7lbf·ft(1.0N·m,0.1kgf·m)

AddingRearBrakeFluid

Spilledbrakefluidwillseverelydamagethe
paintedsurfaces.Itisalsoharmfultosome
rubberparts.Becarefulwheneveryouremove
thereservoircap;makesurethereservoiris
horizontalfirst.

• AlwaysusefreshDOT4brakefluidfroma
sealedcontainerwhenservicingthesystem.
Donotmixdifferenttypesoffluidasthey
maynotbecompatible.

• TherecommendedbrakefluidisProHonda
DOT 4brakefluidoranequivalent.

NOTICE

(5)bolts (8)diaphragm
(6)reservoircap (9)upperlevelmark
(7)setplate

1. Removethebolts(5)reservoircap(6),set
plate(7)anddiaphragm(8).

2. FillthereservoirwithDOT 4brakefluidto
theupperlevelmark(9).Donotoverfill.

3. Setthediaphragmasshown.
4. Reinstallthesetplateandreservoircap.
5. Tightentheboltstothespecifiedtorque:

0.7lbf·ft(1.0N·m,0.1kgf·m)
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