
94 ServicingYour Honda

Wheels
RefertoSafetyPrecautions onpage23.

Keepingthewheelstrue(round)andmaintaining
correctspoketensioniscriticaltosafe
motorcycleoperation.Duringthefirstfewrides,
spokeswillloosenmorerapidlyduetotheinitial
seatingoftheparts.Excessivelyloosespokes
mayresultininstabilityathighspeedsandthe
possiblelossofcontrol.It ’salsoimportantthat
therimlocksaresecuretopreventtireslippage.

Itisnotnecessarytoremovethewheelsto
performtherecommendedserviceinthe
MaintenanceSchedule(page25).However,
informationforwheelremovalisprovidedfor
emergencysituations.

WheelRims&Spokes

(1)wheelrim (3)rimlock
(2)spoke

1. Inspectthewheelrims(1)andspokes(2)for
damage.

2. Tighten,anyloosespokesandrimlocks(3)to
thespecifiedtorque:
FrontSpoke :
2.7lbf·ft(3.7N·m,0.4kgf·m)
RearSpoke :
2.7lbf·ft(3.7N·m,0.4kgf·m)
RimLock : 9lbf·ft(12N·m,1.2kgf·m)

3. Checkwheelrimrunout.Ifrunoutis
noticeable,seetheHondaServiceManualfor
inspectioninstructions.

Axles&WheelBearings

SeetheHondaServiceManualforinspection
information:

1. Checktheaxleshaftforrunout.
2. Checktheconditionofthewheelbearings.
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