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DriveChain
4. Inspectthesprocketteethforwearordamage.

Werecommendreplacingthesprocket
wheneveranewchainisinstalled.
Bothchainandsprocketsmustbeingood
condition,orthenewreplacementchainor
sprocket(s)willwearrapidly.
Excessivelywornsprocketteethhavea
hooked,wornappearance.Replaceany
sprocketwhichisdamagedorexcessively
worn.

Useofanewchainwithwornsprocketswill
causerapidchainwear.

5. Measureasectionofthedrivechainto
determinewhetherthechainiswornbeyond
itsservicelimit.Putthetransmissioningear ,
andthenturntherearwheelforwarduntilthe
lowersectionofthechainispulledtaut. With
thechainheldtautandanykinkedjoints
straightened,measurethedistancebetweena
spanof17pins,frompincentertopincenter .
Ifthemeasurementexceedstheservicelimit,
replacethechain.Afterthechainis
measured,shiftthetransmissionintoneutral
againbeforeproceedingwithinspectionand
service.

NOTICE

MEASUREASPANOF17PINS(16PITCHES)

6. Lubricatethedrivechain.
7. Passthechainoverthesprocketsandjointhe

endsofthechainwiththemasterlink.For
easeofassembly,holdthechainendsagainst
adjacentrearsprocketteethwhileinserting
themasterlink.Installthemasterlink
retainingclipsothattheclosedendoftheclip
willfacethedirectionofforwardwheel
rotation.

8. Recheckchainslackandadjustasnecessary.

MoreAboutDriveChain

• Themasterlinkisthemostcriticalelementof
drivechainsecurity.Masterlinksare
reusable,aslongastheyremaininexcellent
condition.Werecommendinstallinganew
masterlinkretainingclipwhenthedrive
chainisreassembled.

• Youmayfinditeasiertoinstallanewchain
byconnectingittotheoldchainwitha
masterlinkandpullingtheoldchainto
positionthenewchainonthesprockets.

Removal,Cleaning&Replacement

Formaximumservicelife,thedrivechainshould
becleaned,lubricated,andadjustedbeforeeach
outing.

1. Removethemasterlinkretainingclip(1)with
pliers.Donotbendortwisttheclip.
Removethemasterlink(2).Removethe
drivechain.

(1)retainingclip (2)masterlink

2. Cleanthedrivechaininhighflash-point
solventandallowittodry.

3. Inspectthedrivechainforpossiblewearor
damage.Replacethedrivechainifithas
damagedrollers,loosefittinglinks,or
otherwiseappearsunserviceable.
Replacementchain:
Size/link:DID520DMA4-116RB

RK520TXZ-116RJ

(1)

(2)

Servicelimit: 10.20in(259.0mm)


