
102 ServicingYour Honda

ExhaustPipe/Muffler
8. Installtherightsidecover(12)andbolt(13).
9. Installtheseatmountingbolt(14)andtighten

ittothespecifiedtorque:
19lbf·ft(26N·m,2.7kgf·m)
Tightenthebolt(12)tothespecifiedtorque:
7lbf·ft(10N·m,1.0kgf·m)
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ExhaustPipeRemoval

1. Removethemuffler(page100).
2. Removetheexhaustpipejointnuts(1),

exhaustpipe(2)andgasket(3).

(1)exhaustpipejointnuts
(2)exhaustpipe
(3)gasket

ExhaustPipeInstallation

1. Installanewexhaustpipegasket(1)as
shown.

2. Installtheexhaustpipe(2)andexhaustpipe
jointnuts(3).

(1)exhaustpipegasket(new)
(2)exhaustpipe
(3)exhaustpipejointnuts

3. Installthemuffler(page101)butdonot
tightentheboltsyet.

4. Tightentheexhaustpipejointnutstothe
specifiedtorque:
15lbf·ft(21N·m,2.1kgf·m)

5. Tightenthemufflerclampbolt,muffler
mountingA boltandBbolt(page101).

6. Installtheremovedpartsinthereverseorder
ofremoval.
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