
Adjustmentsfor Competition 113

FrontSuspensionAdjustments

(10)frontaxlenut (12)frontaxleshaft
(11)axlepinchbolts

8. Removethebrakehoseclampbolts(13),stayA
(14)andstayB(15).

9. Removethebrakecalipermountingbolts(16)
andbrakecaliper(17).

• Donotsupportthebrakecaliperbythebrake
hose.

• Donotoperatethebrakeleverafterthefront
wheelisremoved.Todosowillcause
difficultyinfittingthebrakediscbetweenthe
brakepads.

(13)brakehoseclampbolts
(14)stayA
(15)stayB
(16)brakecalipermountingbolts
(17)brakecaliper

10. Removetheforkprotectorsocketbolts(18)
andforkprotectors(19).
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7. Removethefrontaxlenut(10)andloosenthe
axlepinchbolts(11)onbothforks.
Pullthefrontaxleshaft(12)outofthewheel
hubandremovethefrontwheel.

(18)forkprotectorsocketbolts
(19)forkprotectors
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(20)forkbridgelowerpinchbolts

12. Cleantheforkassembly,especiallythesliding
surface(21)ofthesliderandforkdustseal
(22).

13. Measurethelength(23)betweentheaxle
holderandoutertubeandrecorditbefore
disassemblingthefork.

(20)

11. Loosentheforkbridgelowerpinchbolts(20),
thenpulltheforklegsdownandout.

(21)slidingsurface (23)length
(22)forkdustseal

(cont’d)


