
114 Adjustmentsfor Competition

FrontSuspensionAdjustments

(27)outertube/slider (28)oilholes

16. Placethelowerend(axleholder)(24)ofthe
sliderinavisewithapieceofwoodorsoft
jawstoavoidtodamage.

Over-tighteningthevisecandamagetheaxle
holder.

17. Removetheforkcenterbolt(29).

NOTICE

(24)axleholder (29)forkcenterbolt
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(22)forkdustseal (26)slider
(25)outertube

(22)

(25)(26)

NOGOOD

(6)forkdamper (24)axleholder
(7)locknutwrench

Theoutertube(25)candropontheslider(26)
anddamagetheforkdustseal(22).
Toavoiddamage,holdboththeoutertubeand
sliderwhenremovingtheforkdamper.

NOTICE

14. Holdtheoutertube,thenremovethefork
damper(6)fromtheoutertubeusingalock
nutwrench(7).Gentlyslidetheoutertube
downontothelowerend(axleholder)(24).

15. Draintheforkoilfromtheoutertube/slider
(27)andoilholes(28)oftheforkdamper .

20. Holdtheforkcenterboltlocknutandremove
theforkcenterboltfromtheforkdamper.

Donotremovethelocknutfromtheforkdamper
pistonrod.Ifthelocknutisremoved,thepiston
rodwillfallintheforkdamperandyoumaynot
reassembletheforkdamper.

NOTICE

18. Pushtheforkcenterbolt(29)outfromthe
axleholder(24)ofthesliderbypushingthe
forkdamper.Whiletheforkcenterboltis
pushedout,installthepistonbase(30)ora
mechanic’sstoppertoolbetweentheaxle
holderandforkcenterboltlocknut(31).

•Pistonbase07958-2500001
19. Makethemechanic'sstoppertooloutofathin

pieceofsteel(0.08in(2.0mm)thick)as
shownifyoudonothaveaspecialtool.
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