
Adjustmentsfor Competition 117

FrontSuspensionAdjustments

(cont’d)

10. Extendtheforkdamperpistonrod(4)to
maximumlength,holdingit,installthefork
capassembly(2)totheforkdamper(1)with
verticalposition.

Becarefulnottodamagetheforkcappistonring.
Ifitisdifficulttoinstalltheforkcapassembly,
theforkdamperoillevelmightbehigherthan
standardoillevel.
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(1)forkdamper (4)forkdamperpistonrod
(2)forkcapassembly

(5)forkdamperoilchamber (11)shoptowel

13. Checktheforkdamperpistonrodsliding
surfacefordamage.

14. Covertheforkdamperpistonrodendwith
shoptowel(11)topreventforkdamage.
Covertheoilholeswithshoptowel(11)to
preventblowoutofforkoil.
Blowtheextraoilofffromtheforkdamper
oilchamber(5)bypumpingtheforkdamper
pistonrodtofullstroke.

Becarefulnottobendordamagethefork
damperpistonrodwhenthepistonrodisstroked.

NOTICE
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(11)(1)forkdamper (3)locknutwrench
(2)forkcapassembly

12. Completelyscrewintheforkcenterboltlock
nut(10)totheforkdamperpistonrod(4).
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11. Placetheforkdamper(1)inavisewitha
pieceofwoodorsoftjawstoavoiddamage.
Tightentheforkcapassembly(2)while
holdingthecutoutoftheforkdamperusing
thelocknutwrench(3)tothespecified
torque:
22Ibf·ft(30N·m,3.1kgf·m)

•Locknutwrench 07WMA-KZ30100

Over-tighteningthevisecandamagethefork
damper.

NOTICE

(4)forkdamperpistonrod (10)forkcenterboltlocknut


