
118 Adjustmentsfor Competition

FrontSuspensionAdjustments

ForkAssembly

1. Draintheforkoilfromtheforkassembly(1)
byplacingitupsidedown.
(About0.2USoz(5.4cm 3)ccofforkoilwill
beleftintheoutertube/sliderwhenitisleft
invertedforabout20minutesat20 °C/68°F)

(1)forkassembly

Toproperlydisposeofdrainedfluids,referto
You&theEnvironment (page144).

2. Tightentheforkcenterboltlocknut(2)fully
andmeasurethethreadlength(A)asshown.
Standard: 0.43–0.51in(11–13mm)
Wipetheoilcompletelyofftheforkdamper.

(2)forkcenterboltlocknut (A)threadlength
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(5)forkdamperoilchamber (12)oilholes

Pourthedrainedoilintoasuitablecontainerand
disposeofitinanapprovedmanner(page144).

Improperdisposalofdrainedfluidsisharmfulto
theenvironment.

NOTICE

(5)

(12)

15. Draintheextraoilfromtheoilholes(12)of
theforkdamperoilchamber(5).

Bydoingthisprocedure,about0.2USoz(5cm 3)
offorkfluidwillbedrainedfromthedamper
springchamberthroughtheoilholeandcause
8.2USoz(243cm3)offorkfluidtobeleftinthe
forkdamperspringchamber.

0°C/32°F
10°C/50°F

20°C/68°F
30°C/86°F

Improperdisposalofdrainedfluidsisharmfulto
theenvironment.

NOTICE


