
FrontSuspensionAdjustments

Adjustmentsfor Competition 121

Nomark

ForkOilCapacity:
Standard26.20lbf/in(4.59N/mm)ForkSpring

Standardoil
capacity

12.3USoz
(363cm3)

Maximumoil
capacity

13.0USoz
(384cm3)

Slightlystifferas
itnearsfull
compression.

Slightlysofteras
itnearsfull
compression.

Minimumoil
capacity

10.1USoz
(300cm3)

OptionalSofter25.12lbf/in(4.4N/mm)ForkSpring

Standardoil
capacity

12.2USoz
(360cm3)

Maximumoil
capacity

12.9USoz
(381cm3)

Slightlystifferas
itnearsfull
compression.

Slightlysofteras
itnearsfull
compression.

Minimumoil
capacity

10.1USoz
(298cm3)

2scribemarks

OptionalStiffer27.41lbf/in(4.8N/mm)ForkSpring

Standardoil
capacity

12.0USoz
(356cm3)

Maximumoil
capacity

12.8USoz
(377cm3)

Slightlystifferas
itnearsfull
compression.

Slightlysofteras
itnearsfull
compression.

Minimumoil
capacity

9.9USoz
(294cm3)

3scribemarks

Besuretheoilcapacityisthesameinbothfork
legs.

(cont’d)

16. InstallanewO-ring(15)ontheforkdamper
assembly(5).Applytherecommendedfork
oiltotheO-ring.

17. Pulluptheforkassembly(1)slowlyand
installtheforkdamperassemblyintotheouter
tube.

(1)forkassembly (15)O-ring(new)
(5)forkdamperassembly

18. Insertbothforklegsintotheforkclamps.
Tightentheforkbridgelowerpinchbolts(16)
tothespecifiedtorque:
15Ibf·ft(20N·m,2.0kgf·m)

(15)

(5)

(1)

(16)

(16)forkbridgelowerpinchbolts


