
Themaintenanceschedule(page25)listsser vicefrequenciesfor:
eachraceorabout2.5hours,
every3racesorabout7.5hours,
every6racesorabout15.0hours,
every9racesorabout22.5hoursand
every12racesorabout30.0hours

Maintenance

ChecktheitemslistedonthePre-rideinspectionchecklisteachtimebeforeyouride
(page13).

unleadedgasoline,pumpoctanenumberof91orhigher
tank:1.5USgal(5.7R)

ProHondaGN44-strokeoil,oranequivalent.

ProHondaGN44-strokeoil,oranequivalent.

Pre-rideInspection

FueltankCapacity

Engineoil

Transmissionoil

Recordimportantinformationhere:
VIN

EngineNo.

Owner’s:

Name

Address

City/State

Phone

Dealer’s:

Name

Address

City/State

Phone

ServiceMgr.



Front: 15psi(100kPa,1.0kgf/cm2)
Rear: 15psi(100kPa,1.0kgf/cm2)

standard: R0451B-8(NGK)

DID520DMA4–116RBRK520TXZ–116RJ

Tires

TirePressure(cold)

Spark

ethyleneglycolantifreeze(silicate-free)foraluminumenginesin50/50solutionwith
ProHondaHPCoolantorequivalentdistilledwater.

Coolant

Plug

DriveChain/link

Front

Type bias-ply,tube

80/100–2151M
DUNLOP MX51FA

Rear
100/90–1957M

DUNLOP MX51

QuickReference

QuickReference
Thefollowingisabrief,butimportantcollection
ofinformationyouneedtoknowaboutyour
Honda.You’llalsofindspacetorecord
importantnotes.

HowToAvoidCostlyRepairs

TheengineofyourHondacanbethemost
expensivecomponenttorepair.Proper
maintenance,especiallytheuseofthe
recommendedfluidsandfilters,prevents
prematurewearanddamage.

Frequentcausesofcostlyenginerepairsare:
• Transmissionoil&engineoil:insufficient

quantity,improperoil.
• Aircleaner:dirty,leakingbecauseofimproper

installation(poorseal).


