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Fig. 3.75A Geor oll pump
Gil pump cover
(@) Ol pump cover gasket
(@ Ol pump body
@ Ol pump goar

) \2)

Fig. 3,758 Trochoid oll pump
(@) Ol pump cover
(&} Ol pump cover gosket
(& Cil pomp body
(@) Cuter rolor fo pump body cloarance
(&) Inner rotor

3. The removal of the two Smm screws will dis-

assemble the ol pump. (Fig.

C. Inspection

3.75)

1. The normal copacity of the oil pump is 1200cc
173,22 ¢cuinl/minute (@) 4000rpm ; If the copacity

falls below 1000¢e 161,02 cu

inl, there is o dan-

ger of developing engine seizure, therefore, fhe

pump should be repaired or reploced. [Trochoid

pumnp ;. 1400cc 185,43 cuin)/min (&) 8000 rpm)
2. Clecrances of component parts

Gear Type

trem Standard Yalue

Geor 10 housing Som-000

{0.0020~~0.0035 In)

Sarviceabls Limit

Replace if over

10,0059 inl

Geor bocklesh | o 009400188

00037 ~~0,0014 in)

Kegloce iF over
0.a0

100718 a0

Trachoid Type

Item i Standard Value

Setvicaable Limit

y 0,09~0.07
Grar 19 b0 | 16 1108~ 0100288

Ouler 1ot 01~014

pumg. becly (&)
W, 4. 758 | (0-0039~0.005¢)

Reptoce if over
Q12100047 Ind

Reploca il over
0,2 10.0079 Inl

D. Reassembly

1. Assemble the oil pump and
right erankease,

install en to the

2, Install the clutch assembly and the right crank-
case cover in accordunce with procede out-

lined in secticn 3. 8D.
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